
Waters ® Waters 2410 Detector is a validated, high sensitivily, versatile HPLCRefractive Index Detector. It

24 | 0 functions as a stand-alone detector or as an integrated member of a Waters Millennium ®system

Refractive offering single keyboard control and total results management. Standard configuration allows

Index the control of up to two Column Heater Modules. All performance specifications are for the

Detector 2410 detector following a warm-up period of one hour.

Operating Specifications

RefractiveIndexRange 1.00 to 1.75 RIU

MeasurementRange 5.0x 10 RIUmaxFS(SENS=I,SF=I)

5.0x 10 RIUminFS(SENS=lO24, SF=100)

FlowRate 0.03-10 mL/min

Noise _<2x 10 RIU

Drift 2.5 x 10 RIU/Hour (static,solventin flow cell)

FlowCell Fusedquartz

Cell Volume 10 14

Cell Pressure 1O0 psi maxwith built-inpressurerelief valve

SensitivitySettings 1 (min)to 1024 (max)

11 stepswith scale factors1 1O0 to
5.0 x 10" RIUfull scale

LinearDynamicRange 5x 10 togx 10 RIU
TimeConstant 0.2, 1, 3, 10 seconds

TemperatureControl InternalOven:
30-50° C (Userselectablein 1° C increments)

ExternalColumnHeaters:
Ambientto 150° C

IntegratorOutput + 2 V FS(ProgrammableOffset)

RecorderOutput + 2 V FS(ProgrammableScale)
IEEE488 Bus Standardfor usewith Waters Data Products

Waters



Physical/EnvironmentalSpecifications

Dimensions Width: 11.2 inches(28.4 cm)
Height: 8.2 inches(20.8 cm)
Depth: 19.8 inches(50.3 cm)

Weight 21.7 pounds(9.7 kg)

OperatingTemperature +15 to 32.2 ° C

Operating Humidity 20 to 80%, non-condensing

ElectricalSpecifications

OperatingVoltages 11O/120 V, 50/60 Hz
220/240 V, 50/60 Hz

LineFrequency 50 Hz (47 to 53 Hz)
60 Hz (57 to 63 Hz)

PowerConsumption 1O0 W (nominal)

FuseRatings 3.15 A timedelay, 100/120 VAC
3.15 A timedelay, 220/240 VAC

Ordering Information

All 2410 Detectorscomestandardwith IEEE-488forcompatibilitywith WatersAlliance_'Systems,

Millenniumbased HPLCSystemsas well as ExpertEaseand PowerLineand thecapability to contrd two
ColumnHeaterModules

2410 RefractiveIndexDetector WAT053958

ColumnHeating Chamber WAT038040

PreparativeFlowSplitter WAT052160
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